
LUMINAIRES - ÉCLAIRAGE
ENCASTRÉ AU SOL EN-RGL2

Product Description:

Encastré de sol IP67 en acier inoxydable 304 pour lampe
GU10. Propose quatre collerettes en acier inoxydable 304
au choix (vendues séparément). Permet de projeter la
lumire de quatre façons différentes et créer ainsi jusqu’
360° de distribution lumineuse. Idéal pour mettre en valeur
les allées et bordures pour la plupart des applications
domestiques et commerciales. Recommandé pour une
utilisation avec les lampes ICE™.

Product Image:

Line Drawing

Product Specs:

Input Voltage 100-240V AC Lamp Type GU10

Lamp Base GU10 Positional Adjustment Fixe

Luminaire Distribution Direct Dimmable Non

IP Rating IP67 IK Rating IK10

Optic Material Verre Overall Diameter (mm) 110

Height (mm) 160 Recess Depth (mm) 160

Length (mm) 140 Width (mm) 100

Cutout Diameter (mm) 98 Weight (Kg) 0.462

SKU Table and Ordering:

SKU Code Finish Colour

EN-RGL2 Acier Inoxydable

Compliance & Approvals:
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Warranty:

This product has a guarantee period of . Warranties may be available on certain products as
indicated in the product description. Warranties are valid from the date of purchase.The
warranty is invalid in the case of improper use, installation, tampering, removal of the Q.C.
date label or installation in an improper working environment or installation. Should this
product fail during the warranty period it will be replaced free of charge, subject to the
correct installation of the original product and subsequent return of the faulty unit. Aurora
does not accept responsibility for any installation costs associated with the replacement of
this product and Aurora reserves the right to alter specifications without prior notice.
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